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FILTRE POUR CLAPET DE RETENUE À DISQUE
STRAINER

INFORMATIONS TECHNIQUES - TECHNICAL INFORMATION

DN COD.
DIMENSIONS  -  DIMENSIONS Poids approx.

Weight aprox.
(kg)D1 (mm) D2 (mm) H (mm)

50 VF565050 156 111 80 0,6

65 VF565065 176 131 100 0,8

80 VF565080 192 148 120 1,0

100 VF565100 212 168 150 1,4

125 VF565125 242 198 175 1,7

150 VF565150 276 222 200 2,7

200 VF565200 332 278 250 4,0

250 VF565250 385 329 300 5,5

300 VF565300 445 384 350 6,0

- Fabriqué en acier zingué.
- Boulonnerie en acier zingué.

- Produced in zinc plated steel.
- Zinc plated steel bolts and nuts.

CARACTERISTIQUES

DOMAINES D’APPLICATION

BASIC FEATURES

GENERAL APPLICATIONS
- Si utilisé avec vanne d’aspiration, s’ajoute au clapet Réf. 560. - Use as foot valve, adding the valve Ref. 560.

Note : En raison de l’évolution constante de nos produits, ces spécifications peuvent être modifiées sans préavis.

Note : Due to the continuous development of our products, specifications may be changed without notification at any time.
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Remarques:
Étant donné la complexité, la variété et le grand nombre de spécifications 
particulières de chaque installation, conjugués à l’existence de divers 
facteurs pouvant affecter les conditions de travail et la nature du produit, 
il incombe à l’utilisateur final d’effectuer les tests nécessaires pour assurer 
un bon fonctionnement du produit dans chaque domaine d’application.
L’installation du produit doit être effectuée et entretenue conformément 
aux bonnes pratiques et aux normes en vigueur.

Remarks:
Due to the complexity, variety and large number of particular specifications 
for each installation, along with the existence of diverse factors which 
can affect the working conditions and nature of the product, it is the 
responsibility of the end-user to carry out the necessary tests to ensure the 
proper functioning of the product in any specific application. 
Product installation must be carried out and maintained following the good 
practice codes and/or updated technical standards.


